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ELECTRICAL PARAMETERS
Model Current consumption vs. operating voltage Sound pressure level vs. operating voltage
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Note : All measurements are made in free air @1 meter @21°C @35% RH. For measurement purposes, the

alarm was mounted with mounting bracket“MB1” on a wooden panel.

PRODUCT CODIFICATION
- A
SAS T -2154 | S w MB 1 S
w P 2
L |
Sonitron Transducer | S:sweep W:wire AWG 24 Mounting | 1:wall connection | Separate
Alarm (without | W:warbler (12cm) Bracket 2:flat connection | mounting
Series electronics) P:round pin (with grooves) bracket
F:fast-on terminal 3:flat connection
9 4.76mm (with holes)

LIST OF AVAILABLE PRODUCT TYPES

4 SAS-2154-S-F-MB1 SAS-2154-S-P-MB1 SAS-2154-S-W-MB1 Y
SAS-2154-S-F-MB2 SAS-2154-S-P-MB2 SAS-2154-S-W-MB2
SAS-2154-S-F-MB3 SAS-2154-S-P-MB3 SAS-2154-S-W-MB3
SAS-2154-S-F-MB1S SAS-2154-S-P-MB1S SAS-2154-S-W-MB1S
SAS-2154-S-F-MB2S SAS-2154-S-P-MB2S SAS-2154-S-W-MB2S
SAS-2154-S-F-MB3S SAS-2154-S-P-MB3S SAS-2154-S-W-MB3S
SAS-2154-W-F-MB1 SAS-2154-W-P-MB1 SAS-2154-W-W-MB1
SAS-2154-W-F-MB2 SAS-2154-W-P-MB2 SAS-2154-W-W-MB2
SAS-2154-W-F-MB3 SAS-2154-W-P-MB3 SAS-2154-W-W-MB3
SAS-2154-W-F-MB1S SAS-2154-W-P-MB1S SAS-2154-W-W-MB1S
SAS-2154-W-F-MB2S SAS-2154-W-P-MB2S SAS-2154-W-W-MB2S
SAS-2154-W-F-MB3S SAS-2154-W-P-MB3S SAS-2154-W-W-MB3S
SAST-2154-F-MB1 SAST-2154-P-MB1 SAST-2154-W-MB1
SAST-2154-F-MB2 SAST-2154-P-MB2 SAST-2154-W-MB2
SAST-2154-F-MB3 SAST-2154-P-MB3 SAST-2154-W-MB3
SAST-2154-F-MB1S SAST-2154-P-MB1S SAST-2154-W-MB1S
SAST-2154-F-MB2S SAST-2154-P-MB2S SAST-2154-W-MB2S

Y SAST-2154-F-MB3S SAST-2154-P-MB3S SAST-2154-W-MB3S D
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